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MAGNETIC PARTICLE INSPECTION REPORT 
 
 
 

 

 

CLIENT:     PASCHAL TECHNICAL SERVICES LTD 
 

LOCATION:       PTSL BASE PHC 

CERTIFICATION NO. OWNER PROJECT DATE OF EXAMINATION DUE DATE  
AGIL/PTSL/CERT/LFT/23/001 PASCHAL TSL  17-02-2023 17-08-2023 

ITEM INSPECTED: 
 
40FT CONTAIBER 
 
ID NO: PTSL/8324029  
12M X 2.90X 2.43M 
 
SWL:28,490KG 
 

MATERIAL : CARBON STEEL 
 

SURFACE CONDITION: BARE METAL 
 

Magnetizing Process 
 

Continuous: X Residual 

Magnetizing Current: 
 

Alternating : Direct X 

Magnetizing Coil; Yoke : X 
 

Means Prods: Others 

Magnetizing Dry: Wet : X 
 

Particles: Visible: X 
 

Test Temperature: 28 Degree Celsius 

 

100% MPI was done at the base of the four 

Conner ends of the 40 ft. container. 
 

 

 
                                       
 
 
 
 

Technique / Procedure               QP9.5, W19.5..1 
 
Specification :     ASME V, ASTM E709, BS 
                            EN ISO 9934-1:2001 

Equipment               Permanent Magnet: White Contrast Paint 
10MM POLES 
Used :                       Black Indicator Ink 
1.5ML PER100ML 

 Magnetic Field Indicator : Castrol Strip 

SKETCH AND RESULTS 

Inspection Details 
METHOD: All the welded areas were cleaned to bare metal and then 100% MPI was conducted on the welded joints 
of   40FT CONTAINER  using the specifications and  the techniques below for surface breaking defects as shown in 
the pictures above. 
 
RESULTS: No Crack or crack like indicator was noticed at the time of inspection.  

 

 

 
 
 

Signature:________________________________ 
Company Appointed Examiner 

Name: IHEANACHO CHAMBERLAIN 
(SNT LEVEL II, UT, MPI, DPI, FID, LEEA)  
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